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2. 4     Initial Cut 
 
 
 
 
 
 
 
 
 
1. Open the Manual Feeder Table (1). 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Press the green button (2) on the right. 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. The leading edge of the roll media is automatically transported and cut off. 
    Remove the portion of the media (3) and close the Manual Feeder Table (1). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

1 

2 

3 

Reference
 

 
(1) Initial Cut is a function to trim the roll media with its leading edge cut off.  
(2) Initial Cut becomes available while the printer is ready. 
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2. 5     Toner Supply 
 
 
1. Open the Toner Hatch (1) on the rear top. 
    You do not have to remove the Original Guide. 
 
 
 
 
 
 
 
 
 
 
 
 
2. Shake the Toner Bottle (2) several times to loosen 

the toner. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 NOTE 
 
After you shake the Toner Bottle well, proceed the later step 3 and 4 as soon as possible. 
Having a pause after step 2 may reduce smoothness of the toner. This would disturb a 
smooth toner supply from the Toner Bottle to the printer. 

2 

1 
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3. Put the dent area (3) under the holder (4) to firmly seat the bottom plate of the Toner Bottle (2) 
to the toner supply position. 
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4 

2 

4 

from right 

from front 
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4. With pressing down the Toner Bottle (2), slide the green lever (5) to the arrow direction until it 
stops. When it stops, wait 10 seconds as it is. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5. Slide the green lever (5) to the original position. Remove the Toner Bottle. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 NOTE 
 
It is impossible to remove the Toner Bottle unless the lever (5) completely moves to the 
original position.  
Do not attempt to remove the Toner Bottle by force if the lever is not at the original position. 
Doing so may damage toner supply system. 

 

 

5 

2 

5 

from right 

from right 
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2. 6     Cut Sheet Media 
 
 
There are several size markings on the table of Bypass Feeder which indicate possible feed 
positions. 
 
Place the cut sheet on the table between its concerning size markings then insert it into the Bypass 
Feeder. When the leading edge touches the feeding roller, the printer automatically carries and 
sets the paper at the proper position. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         NOTE 
 
(1) As a curly cut sheet will cause a mis-feed, straighten the sheet as far as possible before 

printing. And set the sheet in “curl down” direction as a mis-feed can be avoided. “Curl up” 
sheets tend to result in a mis-feed. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Correct: curl down        Wrong: curl up 
 
(2) Setting a cut sheet to the Bypass Feeder while the printer is processing a print job cause a 

paper jam. 

size marking
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2. 7     Copying 
 
 
1. There are several size markings on Original Table 

which indicate possible feed positions.  
Line up Original Guides (1) with the proper 
markings according to the original width. 

 
 
 
 
 
 
 
 
 
2. Place the original on the Original Table with face up. 
    Then insert it under the Scanner Unit along with Original Guides. 
    When the leading edge touches the original feeding roller, the machine automatically carries and 

sets the original at the proper position. 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. The KIP 700m will start the copy process. 
 

 
 
 
 
 
 

 NOTE 
 
The scanner unit does not accept originals automatically during Sleep Mode.  
Tap on the UI screen and then insert an original. 

1

1
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2. 8     Emergency Stop of Scan or Copy 
 
 
1. If necessary, press the Emergency Stop Button (1) on the Scanner Unit to immediately stop the 

original while making a copy or scan. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Pressing the button stops the current reading a document immediately. The current printing is 
stopped as well and is ejected. 

 
 
 
 
 
 
 

 
1

 NOTE 
 
Do not pull back or hold down the original on Original Table as an attempt to stop feeding it 
through Scanner Unit. 
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2. 9     Canceling Sleep Mode 
 
 
The KIP 700m has two Sleep Modes to reduce the power consumption. 
The KIP 700m will enter Sleep Mode after a certain period of inactivity. 
 
In the default setting; 

• Warm Sleep Mode will start after a 15 minute of inactivity in order to reduce the power supply 
for Fuser Unit.  

• Cold Sleep Mode will start after a 60 minute of inactivity to stop the power supply for Fuser 
Unit and some other components. 

 
Sleep Mode is canceled and the machine gets ready when;  

• the machine receives a print job through the network. 
• you tap on the UI screen then an original is inserted the scanner unit. 

 
 
 
 
 
 
 
 
 
 
 
 

 NOTE 
 
(1) It may take time for the machine to get ready. 
 
(2) Tapping on the UI screen can cancel the screensaver but the KIP 700m needs to recover 

temperature on Fuser Unit.  
It may need another waiting time to start warming up for printing. 
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3. 1     Mis-feed Error 
 
 
If a jam occurs, the UI screen will show its location and the corresponding code “J-****” (if any). 
 
Please refer to the following figure to check the jam location.  
(Mis-feed Codes are described on the later pages.) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 NOTE 
 
(1) Be careful not to get paper cuts on your hand. 
 
(2) It is recommended to take off your ring, bracelet or watch when removing a mis-feed 

media.  

Fuser Section 
J-0106 / 0206 

Feed Section 1 
J-0104 / 0204 

Feed Section 2 
J-0105 / 0205 

Manual Feeder Section 
J-0203 

Roll Deck Section 
J-0103 
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3. 1. 1     J-0103   Roll Deck section 
 
Remove a mis-feed media in the Roll Deck if the UI screen will show J-0103. 
 

 
 
 
1. Open the Roll Deck Cover. 
    Rewind the roll onto the media core. 
 
2. If the leading edge of the media has a torn / fold, 

trim the edge (cut it off) with “Initial Cut” function. 
 
 
 
 
 
3. Close the Roll Deck Cover. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Reference
 

 
If your roll media’s end is not fixed to the core (by glue or a tape), a small portion of the 
media may remain in the media path of the Roll Deck at a roll empty. The printer does not 
show any mis-feed error code against the portion.  
 
So please check for the portion in the media path through the square window (1) in the 
middle of the Roll Deck. If you can see a portion, rotate the green roller (2) on the right to the 
arrow direction to remove it. 
 

J-0103

1 

2 
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3. 1. 2     J-0203   Manu l Feeder section 
 
Remove a mis-feed media in the Manual Feeder if the UI screen will show J-0203. 
 

 
 
 
1. Pull out the mis-feed cut sheet from the Manual Feeder. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

J-0203

 NOTE 
 
The mis-feed cut sheet should be replaced with a new one if its leading edge has a torn or 
fold. Or it should be used upside down to keep the damaged edge from been inserted.  
An extremely creased cut sheet may cause mis-feed again. 
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3. 1. 3     J-0104 / 0204   Media Feeder section 1 
 
Remove a mis-feed media in the Media Feeder section 1 if the UI screen will show J-0104 or 0204. 
 

 
 
 
1. Press down the blue levers (1) on both sides to unlock and open the Upper Unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Remove the mis-feed media. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

J-0104 or J-0204 

 

  
1 1 
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3. Put your hands on the rear rim of the scanner unit just as you hold the Upper Unit. 
    Push the entire unit down to the arrow direction. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Hold here 

Hold here 
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3. 1. 4     J-0105 / 0205   Media Feeder section 2 
 
Remove a mis-feed media in the Media Feeder section 2 if the UI screen will show J-0105 or 0205. 
 

 
 
 
1. Press down the blue levers (1) on both sides to unlock and open the Upper Unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Remove the mis-feed media. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

J-0105 or J-0205 

 
  

1 1 
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3. Put your hands on the rear rim of the scanner unit just as you hold the Upper Unit. 
    Push the entire unit down to the arrow direction. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Hold here 

Hold here 
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3. 1. 4     J-0106 / 0206   Fuser section 
 
Remove a mis-feed media in the Fuser section if the UI screen will show J-0106 or 0206. 
 

 
 
 
1. Hold the blue handle (1) and open the Exit Cover (2). 
    If it is possible, pull and remove the mis-feed media. 
 

If little amount of the leading edge area is coming to the Fuser and you cannot pull it out,  
or if the trailing edge remains deep to be caught in the printer, do not pull it by force.  
Leave it there and go to the next step. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

J-0106 or J-0206 

         WARNING 
 
There are extremely hot parts inside the Fuser Unit. Do not touch any parts in the Fuser Unit, 
or you will be burnt. 
Also the mis-fed media can be very hot. Be careful not to get burnt when you remove it. 

1 2 

2 
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2. Close the Exit Cover (1). 
 
3. Press down the blue levers (3) on both sides to unlock and open the Upper Unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4. Remove the mis-feed media. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
  

3 3 
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5. Put your hands on the rear rim of the scanner unit just as you hold the Upper Unit. 
    Push the entire unit down to the arrow direction. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Hold here 

Hold here 
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3. 1. 6     J-1300 / 1400   Door Open while printing 
 
If the Exit Cover or the Upper Unit is open while the printer is processing a print job, the UI screen 
will show J-1300 (Exit Cover) / J-1400 (Upper Unit). 
 
For clearing J-1400, please start on the step 3. 
 
1. Open the Exit Cover.  

If little amount of the leading edge area is coming to the Fuser and you cannot pull it out,  
or if the trailing edge remains deep to be caught in the printer, do not pull it by force.  
Leave it there and go to the next step. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Close the Exit Cover (1). 
 
3. Press down the blue levers (3) on both sides to unlock and open the Upper Unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         WARNING 
 
There are extremely hot parts inside the Fuser Unit. Do not touch any parts in the Fuser Unit, 
or you will be burnt. 
Also the mis-fed media can be very hot. Be careful not to get burnt when you remove it. 

1 2 

2 

 
  

3 3 
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4. Remove the mis-feed media. 
If the mis-feed media does not exist, close the Upper Unit. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
5. Open the Roll Deck Cover. 
    Rewind the roll onto the media core. 
 
 
 
 
 
 
 
 
 
 
 
 
6. If the leading edge of the media has a torn / fold, trim the edge (cut it off) with “Initial Cut” 

function. 
 
7. Close the Roll Deck Cover. 
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3. 1. 7     Original Jam 
 
If an original is mis-fed while scanning, the UI screen shows “Original Jam”. 
Follow the instruction below to remove the mis-fed original. 
 
1. On both sides, pull the levers (1) under the scanner cover to open the Scanner Unit until it locks. 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Remove a mis-feed original. 
 
3. Gently press the Scanner Unit down and 

firmly close it. 
 
 
 
 
 
 
 
 
 
 

 NOTE 
 
Press down the Scanner Unit on both sides to 
close it. 
Do not close it by pressing only one side down. 

1 

1 
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3. 2     Other Operator Call Error 
 
 

3. 2. 1     Roll Replacement  
 
When the printer is running out of a loaded roll media, the UI Screen will display “Roll 
Replacement” sign. 
If there is no suitable roll media required for the current print job, the UI Screen will display “Roll 
Replacement” sign as well. Please load the required roll media to any Roll Deck. 
For the roll replacement procedure, see [2.3   Replacing Roll Media]. 
 
 

3. 2. 2     Toner Empty  
 
When the printer is running out of toner, the UI Screen will display “Toner Empty” sign. 
For the toner supply procedure, see [2.5   Toner Supply]. 
 
 
 

3. 2. 3     Roll Deck Cover Open 
 
If the Roll Deck Cover is open (not closed properly), the UI screen shows “Roll Deck Cover Open”. 
Gently close the Roll Deck Cover. 
 
 
 

3. 2. 4     Scanner Unit Open 
 
The UI screen shows “Scanner Unit Open” if the Scanner Unit is open. (not closed properly) 
For closing the Scanner Unit, see [3.1.7   Original Jam]. 
 
 
 

3. 2. 5     Printer Not Available 
 
If the Exit Cover or the Upper Unit is open (not closed properly), the UI screen shows “Printer Not 
Available”.  
 
Please check that either Exit Cover or Upper Unit is firmly closed. If it seems no problem, turn off 
and again on the machine’s power switch. 
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3. 3     Service Call Error 
 
 
In case the following Error Codes for a serious failure appear in the screen; 
 
PLEASE CALL YOUR TRAINED SERVICE PERSONNEL TO RESOLVE THE ERRORS. 
No operation should be done by the customer. 
 

Error Code 
E - 000 
E - 001 
E - 002 
E - 003 
E - 005 
E - 006 
E - 007 
E - 010 
E - 013 
E - 020 
E - 031 
E - 032 
E - 033 
E - 034 
E - 040 
E - 050 
E - 070 
E - 080 
E - 081 
E - 090 

 
If any of the above errors appear: 
 
 1.  Turn off KIP 700m, and turn it on after an interval of 30 seconds or more. 
 
 2.  If the same error code appears, turn off KIP 700m, and then unplug the printer from the  
      wall outlet after an interval of two minutes for shutdown. 
      Call your service personnel. 
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4. 1     Cleaning 
 
 

4. 1. 1     Scanner Unit 
 
It is recommended to clean each Scan Glass, Feeding Rollers and Guide Plates as the scan/copy 
image may become defective if these parts are dirty. 
 
1.  Turn off KIP 700m. 
 
2.  Press the levers (1) up to unlock the Scanner Unit. Open the Scanner Unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3.  Wipe each Scan Glass (2), Pinch Rollers (3: gray) and the inside surface of the metal plates 

with a soft cloth. 
     Use equal volume mixture of water and a neutral detergent. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         NOTE 
 
Do not use organic solvent, glass cleaner and anti-static spray for the cleaning. 

 

1 1 
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4.  Wipe the Feed Rollers (4: gray), Press Rollers (5: white) and the inside surface with a soft dry 
cloth. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.  Gently press Scanner Unit down and firmly close it. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 NOTE 
 
Press down Scanner Unit on both side to close it. 
Do not close it by pressing only one side down. 

4 

4 

5 
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4. 1. 2     Touch Screen 
 
1.  Wipe the Touch Screen with a dry cloth. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         NOTE 
 
Do not use water, alcohol, organic solvent and glass cleaner for the cleaning. 




